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DESCRIPTION 

Cicoprime®PU is a two component, low solvent content, 

clear polyurethane primer specially formulated for use 

with CIC's epoxy and polyurethane based products. 

Cicoprime®PU is designed to be applied over relatively low 

porous surfaces (like good new concrete) to act as a 

bonding bridge between it and the over coating system. 

 

USES 

▪ As a primer for low porous concrete substrates for 

flooring applications.  

▪ For both Epoxy and polyurethane flooring systems. 

 

ADVANTAGES  

▪ UV stable. 

▪ Provides excellent bonding to concrete. 

▪ Provides high durability for flooring systems. 

▪ Provides excellent water resistance. 

▪ Obtains high mechanical characteristics.  

   

PACKAGING 

1, 5 & 15 Kg set 

 

SHELF LIFE & STORAGE 

12 months storage life if stored in its original unopened 

containers under a dry and shaded place in a 

temperature from 5oC to 45oC. 

 

 

 

 

 

 

 

 

TECHNICAL PROPERTIES 

Form Clear liquid 

Solid content by weight 70±2% 

Mixed density (ASTM D1475)  

@ 25oC 
0.97±0.02 Kg/ltr 

Pot life @ 25oC 180±10 min. 

Touch dry time @ 25oC 8 hrs. 

Overcoat time @ 25oC 16-36 hrs. 

Full cure time (ASTM D1640)  

@ 25oC 
7 days 

Adhesion to concrete  

(ASTM D7234) 
>2.5 MPa 

Elongation at break >30% 

Tensile strength (ASTM D 2370) 6.5 N/mm² 

Coverage 

>9.5 m²/kg @75 

micron DFT (104 

gm/m²) 

 

APPLICATION INSTRUCTIONS 

Surface Preparation 

Cicoprime®PU is applied on sound, clean, and dry 

substrates to achieve maximum adhesion between 

Cicoprime®PU and substrate. New concrete surfaces 

should be at least 28 days old. Laitance, oil, and grease 

can be removed using Cicosurface®Degreaser, 

sandblasting, or steam cleaning. All steel substrates 

should be free from dirt, oil, and grease and blast cleaned 

to Sa 2½ according to EN ISO 12944, part 4. 

 

Mixing 

Stir the base separately, and then the entire contents of 

the smaller can (hardener) can be poured into the base 

container and then mixed for at least one minute by 

mechanical mixer using a slow or medium speed mixing 

drill.  
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SHARFIYA - PO BOX 
7232 JEDDAH 21462 
+9666532152  
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Near Gulf Bridge Riyadh 
+966 11-4937635        
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Umal-AlKhobar   34441 
4759 

Jeddah Factory  
Modon Phase 3, Jizan 

Road, Jeddah, Saudi 
Arabia  

Jubail Factory  
2882 Road 118- 1St 
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Warranty 

CIC products are guaranteed against defective materials and manufacture and sold subject to CIC's standard terms and conditions of 
sale. Whilst CIC endeavors to ensure that any advice, information or recommendation given is correct, the company cannot accept any 

liability either directly or indirectly arising from the use of its products. User of the product must test the product’s suitability for the 

intended application and purpose, since the company has no control over the application of its products. Information contained in this 

document is given on the best current knowledge. Our Products are in continuous development and CIC reserves the right to change the 

product without prior notice. 

Application  

Apply Cicoprime®PU by brush or roller, ensuring the 

substrate is completely covered. In the case of very 

porous concrete substrates, further coats of primer may 

be required. It’s recommended to finish all concrete 

repairs prior to applying Cicoprime®PU like crack filling or 

bore smoothing, but all surfaces should be dry as well i.e. 

it’s preferable to use epoxy repair pastes for repair to 

save time. The advised waiting time for Cicoprime®PU is 

24 hours, while in hot climates overcoating time might 

drop down to less than 10 hours. 

 

CLEANING 

Clean all tools and application equipment with 

Cicosolvent® immediately after use. Hardened and cured 

material can only be removed mechanically.   

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

PRECAUTIONS 

Health And Safety 

Cicoprime®PU is non-hazardous. However, it should not be 

swallowed or allowed to come into contact with skin or 

eyes. Suitable protective goggles should be worn. 

Splashes on the skin should be removed with water. In the 

case of contact with eyes, rinse immediately with plenty 

of water and seek medical advice.  

 

TECHNICAL SUPPORT 

CIC provides on-site assistance, as well as consulting 

services on projects when requested. Technical data 

sheets on other CIC products and guidance on their use 

are available on request. 
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