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Cicosurface®Degreaser

Solvent Based Degreaser & Cleaner

DESCRIPTION

Cicosurface®Degreaser is a non-corrosive solvent based
penetrating degreaser and cleaner. It is based on a
wetting agent and organic solvents that penetrate, lift,
and dissolve oil and grease contaminants for subsequent
washing or hosing down.

USES
= Surface preparation of concrete flooring and
coatings.

= Removal of grease, oil, and other contaminants from
tools and instruments.

ADVANTAGES

= Safe; doesn’'t attack steel or concrete.
= No special equipment is required.

= Easy to apply, one component.

= Economical.

PACKAGING
20 liters pails 6 4 liters can.

SHELF LIFE & STORAGE

12 months storage life if stored in its original unopened
containers under a dry and shaded place in a
temperature from 5°C to 45°C.
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TECHNICAL PROPERTIES
Form Liguid
Specific gravity @ 25°C 0.8+0.02
Flash point 48°C
Coverage Depends on the

contamination degree

APPLICATION INSTRUCTIONS

For quick results, thick deposits of grease should be
removed first with mechanical means, then
Cicosurface®Degreaser should be used without dilution
and should be applied and scrubbed well into affected
areas for at least 5 minutes. After spread,
Cicosurface®Degreaser should be left for at least 15
minutes to allow the grime to emulsify. The softened
grime can then be washed away by hosing it with water
and at the same time scrubhing it with a stiff brush or
broom. For heavy deposits on large areas of concrete
floors, the use of a steam generator and a heavy duty
scrubber fitted with a wire brush is a must. Small items
can be immersed overnight in a dip of
Cicosurface®Degreaser, then hosed down with water.
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PRECAUTIONS

Health And Safety

Cicosurface®Degreaser contains flammable solvents.
Avoid inhalation of vapor. It should not be swallowed or
allowed to come into contact with skin or eyes. Suitable
protective goggles and gloves should be worn. In the case
of contact with eyes, rinse immediately with plenty of
water and seek medical advice. When contact with the
skin is made, wash off immediately with soap and water.
If swallowed, seek medical attention immediately, do not
induce vomiting.

Warranty

TECHNICAL SUPPORT
CIC provides on-site assistance, as well as consulting
services on projects when requested. Technical data
sheets on other CIC products and guidance on their use
are available on request.

CIC products are guaranteed against defective materials and manufacture and sold subject to CIC's standard terms and conditions of

product without prior notice.
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